Title: APPARATUS AND METHOD 
FOR CALIBRATING A LASER 
IMAGIBLE APPARATUS 
Inventor(s): Andrew L. VAN BROCKLIN 
et al. 

DOCKET NO.: 200311837-1 




FIG. 1A 




FIG. 1B 



Title: APPARATUS AND METHOD 
FOR CALIBRATING A LASER 
IMAGIBLE APPARATUS 
Inventor(s): Andrew L. VAN BROCKLIN 
et al. 

DOCKET NO.: 200311837-1 



VOICE COIL VOLTAGE V. TIME 
(VOICE COIL SLEW RATE p) 



At, 




-1 — r 

*C1 l 1 



FIG. 2A 



l C2 



TIME 

(ms) 



SUM SIGNAL p-| 




TIME 
(ms) 



FIG. 2B 



Title: APPARATUS AND METHOD 
FOR CALIBRATING A LASER 
IMAGIBLE APPARATUS 
Inventor(s): Andrew L. VAN BROCKLIN 
et al. 

DOCKET NO.: 20031 1837-1 



SUM SIGNAL p 2 




TIME 
(ms) 



FIG. 2C 



SUM SIGNAL p 3 



ft 



TIME 
(ms) 



Title: APPARATUS AND METHOD 
FOR CALIBRATING A LASER 
IMAGIBLE APPARATUS 
Inventor(s): Andrew L. VAN BROCKLIN 
et al. 

DOCKET NO.: 200311837-1 J 




Title: APPARATUS AND METHOD 
FOR CALIBRATING A LASER 
IMAGIBLE APPARATUS 
Inventor(s): Andrew L. VAN BROCKLIN 
et al. 

DOCKET NO.: 200311837-1 J 



DETERMINE DESIRED Z-DISTANCE 
OFFSET DISTANCE (Z QS ) 



.110 



APPLY FIXED VOICE COIL SLEW RATE 



120 
130^ 



CAPTURE SUM SIGNAL 



IDENTIFY PEAK IN SUM SIGNAL CORRESPONDING 
TO POINT OF OPTIMUM FOCUS 



.140 



CALCULATE SUM SIGNAL SLEW RATE 



-150 



CALCULATE VOICE COIL GAIN FROM 
VOICE COIL SLEW RATE AND SUM 
SIGNAL SLEW RATE 



.160 



CALCULATE COIL VOLTAGE OFFSET 
(AV os ) FROM VOICE COIL GAIN AND 

DESIRED Z-DISTANCE OFFSET (Z QS ) 



.170 



ADJUST COIL VOLTAGE (V QF ) AT OPTIMUM FOCUS 
BY COIL VOLTAGE OFFSET (AVqs) TO YIELD COIL 
VOLTAGE (Vqs) CORRESPONDING TO THE 
DESIRED Z-DISTANCE OFFSET (Z QS ) 



180 



FIG. 4 



Title: APPARATUS AND METHOD 
FOR CALIBRATING A LASER 
IMAGIBLE APPARATUS 
Inventor(s): Andrew L. VAN BROCKLIN 
et al. 

DOCKET NO.: 200311837-1 




